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ID EXPERIMENT
VACUUM FRONT- STATIONS

CHAMBER ID END BM ID

SECTOR NAME ø X Length U/W-Period BM ID A B C D E A B C D E I X

1 XOR 8mm x 5m 8mm x 5m

2 XOR U - 33 mm

3 XOR 8mm x 5m 8mm x 5m

4 XOR

5 DND 8mm x 5m 8mm x 5m

6 MU 8mm x 5m 8mm x 5m

7 MHATT 8mm x 5m 8mm x 5m

8 IMM 8mm x 5m 8mm x 5m
 

9 CMC 8mm x 5m 8mm x 5m

10 MR 8mm x 5m 8mm x 5m

11 BESSRC 8mm x 5m 8mm x 5m

12 BESSRC 8mm x 5m 8mm x 5m

13 GSECARS 8mm x 5m 8mm x 5m
 

14 BIOCARS 8mm x 5m 8mm x 5m

15 CHEMCARS 8mm x 5m 8mm x 5m

16 HP 8mm x 5m 8mm x 5m

17 IMCA 8mm x 5m 8mm x 5m

18 BIO 8mm x 5m 8mm x 5m

19 SBC 8mm x 5m 8mm x 5m
 

20 PNC 8mm x 5m 8mm x 5m

21 LS 8mm x 5m 8mm x 5m

22 SER 8mm x 5m 8mm x 5m

23 GM/CA 8mm x 5m 8mm x 5m

24 NE 8mm x 5m 8mm x 5m

26 NANO 8mm x 5m 8mm x 5m

30 IXS 8mm x 5m 8mm x 5m

31 SGX 8mm x 5m 8mm x 5m

32 COM 8mm x 5m 8mm x 5m

33 UNI 8mm x 5m 8mm x 5m

34 UNI 8mm x 5m 8mm x 5m

35 AOD 8mm x 5m 8mm x 5m

Station Ready for Being Planned   
 Commissioned Commissioning Installed

U-18 = undulator with 18 mm period, U-27 = undulator with 27 mm period, U-33 = undulator with 33 mm period, 
U-55 mm - undulator with 55 mm period, EMW = Elliptical Multiple Wiggler, CPU = Circulatory Polarizing Undulator

Beamline
               Verified
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